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Magnetic Base © Thin Type <ur

GMT GLOBAL INC.

Magnetic Base

EM30 54

MMT-38

uolealyoads 10npoid

MMT-52 e

125012 14-M3X0.57%L

MMT-66 N

14-M30.5°4L

Specification Unit: mm

Table Magnetic . Weight .
Model No. Size (kaf) Parallelism (ko) Material Surface Finish
MMT-38 12*38*51 1.0 0.015 0.3
MMT-52 125263 33 0.02 06 Carbon steel | Black Zino
plated
MMT-66 12*66*80 3.8 0.02 1.2

% Customized mounting holes are available in case the holes do not match.
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GMT GLOBAL INC.

Magnetic Base © Standard Type

Magnetic Base

MMS-45

MMS-65

Specification

Magnetic Base © Standard Type

<vr

GMT GLOBAL INC.

Magnetic Base

Unit: mm

Model No. Ta_ble Ragreticlicrce Parallelism it Material Surface Finish
Size (kgf) (kg)
MMS-45 20*45*45 17.0 0.015 03
MMS-65 2076565 20.0 0.02 0.6

Carbon steel | Black zinc plated

MMS-90 20*90*90 25.0 0.02 1.2
MMS-125 20%125*125 70.0 0.02 28
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